SIEMENS

Data sheet 3RW4947-8VB00

Fan for SIRIUS soft starter 3BRW403 S2, 3RW404 S3

product brand name SIRIUS
product category Fan
product designation Fan

Installation/ mounting/ dimensions

height 40 mm
width 40 mm
depth 10 mm
Safety related data
protection class IP on the front acc. to IEC 60529 IP20
touch protection on the front acc. to IEC 60529 finger-safe, for vertical contact from the front

Certificates/ approvals

General Product Approval EMC Declaration of

Conformity
g UL [ H [ [ H [ RCM EG-Knnf,
Declaration of Conformity Test Certificates Marine / Shipping
Miscellaneous Special Test .,-“n\
c E Certificate @ A,
EG-Konf, T3 pRs %’*mmj
other
Confirmation

Further information
Information- and Downloadcenter (Catalogs, Brochures,...)
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_NSW0_XX_00361
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=439&ci=3020&cao=3021
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=439&ci=3020&cao=3021
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=440&ci=4242&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=444&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=446&ci=4644&cao=4645
https://support.industry.siemens.com/cs/WW/en/ps/3RW4947-8VB00/Certificate?ct=447&ci=454&cao=553
https://pnap.ir/shop/siemens/softstarter

https://www.siemens.com/ic10

Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=3RW4947-8VB00

Cax online generator
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RW4947-8VB00

Service&Support (Manuals, Certificates, Characteristics, FAQs,...)

https://support.industry.siemens.com/cs/ww/en/ps/3RW4947-8VB00
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, EPLAN macros, ...)

http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RW4947-8VB00&lang=en
Characteristic: Tripping characteristics, I’t, Let-through current

https://support.industry.siemens.com/cs/ww/en/ps/3RW4947-8VB00/char
Characterlstlc Installatlon altitude

Slmulatlon Tool for Soft Starters (STS)
https://support.industry.siemens.com/cs/ww/en/view/101494917
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https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=3RW4947-8VB00
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RW4947-8VB00
https://support.industry.siemens.com/cs/ww/en/ps/3RW4947-8VB00
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RW4947-8VB00&lang=en
https://support.industry.siemens.com/cs/ww/en/ps/3RW4947-8VB00/char
http://www.automation.siemens.com/bilddb/index.aspx?view=Search&mlfb=3RW4947-8VB00&objecttype=14&gridview=view1
https://support.industry.siemens.com/cs/ww/en/view/101494917
https://support.industry.siemens.com/cs/ww/en/pv/3RW4947-8VB00
https://pnap.ir/shop/siemens/softstarter

